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Sheathed Mineral Insulated Type TTP Thermocouple is a fine thermocouple, because the back-

end wiring structure is different, there are junction box type, aviation plug type, compensation wire

type, plug and socket type. It is suitable for applications with fast response time and narrow

temperature measurement occasions. The temperature is measured from -40-1300 degrees Celsius.

The outer diameter of stainless steel armor wire can be produced from 0.25mm-10mm.

Sheathed Mineral Insulated Type TTP Thermocouple Common structure

https://www.chinathermocouple.com/Armored-Thermocouple.html
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Type TTP Thermocouple Common dimensions of armored outer diameter

Sheathed Mineral Insulated Type TTP Thermocouple Temperature error

Sheathed Mineral Insulated Type TTP Thermocouple Response time

https://www.chinathermocouple.com/Armored-Thermocouple.html
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The structure of the front section of the temperature measurement

Sheathed Mineral Insulated Type TTP Thermocouple Order notice
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Sheathed Mineral Insulated Type TTP Thermocouple Example

TTP-K-TKbWs-I-Y30-1-SO-1000-3000-SLSL

Mineral Insulated Thermocouple 1xK, with pot seal, compensang cable and standard size plug,

sheath material AISI316,

sheath diameter Ø3.0 mm, class 1 acc. to PN-EN 60584-2, junction isolated, length L=1000mm,

cable length Lp=3000 mm, cable insulation silicone/silicone.
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